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Saramonic manufactures a wide range of audio devices, including wired and 
wireless microphones, audio mixers and handy recorders. Whether you are 
making videos with camera, camcorder, recorder, smartphone, GoPro or Osmo, 
you could always find the ideal gear you need.

With over ten years experience in photo and video industry, we know clearly that 
audio is the defining line between good and great videos. Our engineer team 
is dedicated to continuously developing innovative yet affordable products to 
help every videomakers, from amateur to professional, create perfect videos.

  https://www.facebook.com/dsqn.biz

   https://www.linkedin.com/company/dsqn-investment-co-ltd

   https://twitter.com/Saramonic-intl 

Follow us:

   https://www.pinterest.com/dsqninvestment

   https://www.youtube.com/c/SaramonicInternational

  https://www.instagram.com/saramonic_dsqn 

www.saramonic.com
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WIRELESS
MICROPHONE

UwMic9 System
UHF Wireless Microphone

• Reliable, broadcast-quality audio
• Dual channel receiver works with two transmitters                     

simultaneously
• UHF frequency range: 514 MHz - 596 MHz; 96 selectable 

channels in 2 groups
• Operating range: over 330 feet (100m) in open areas or     

200-feet (60m) with obstacles
• Easy-to-read LCD displays
• Could work with DSLR cameras, camcorders, smartphones, 

GoPro cameras and computers via different cables

TX9 
Separate body-pack 
transmitter package

HU9 
Separate hand-held 
transmitter package

TX-XLR9 
Separate plug-on 
transmitter package

TX9+RX9 
One body-pack transmitter and 
one receiver package

TX9+TX9+RX9 
Two body-pack transmitters and 
one receiver package

Reference deviation ±5 kHz (–60 dBV, 1 kHz input)

Frequency response 40 Hz to 18 kHz (+/-3dB)

Distortion 0.5% or less

Spur suppression -60 dB

Weight Approx. 218.7g (excluding batteries)

Battery Two AA size batteries

Dimensions 170.9*63.5*30.0 mm

Operating temperature 0 °C to 50 °C

Storage temperature –20 °C to +55°C

Transmitter TX9, HU9 and TX-XLR9

Channel number 96

Channel group A or B

Oscillator type PLL synthesizer

Carrier frequencies 514 MHz - 596 MHz

Reference deviation ±5 kHz (–60 dBV, 1 kHz input)

Signal to noise ratio 70 dB or more

Spur suppression -60 dB

Voice delay 12 ms

Antenna 1/4λ wire antenna

Audio input connector
TX9: 3.5mm mini jack

HU9: none

Reference audio input level –60 dBV (MIC input, 0 dB attenuation)

RF output level 30mW/20mW/10mW selectable

Distortion 0.5% or less

Weight

TX9: Approx. 211.4g (excluding batteries)

HU9: Approx. 338.2g (excluding batteries)

TX-XLR9: Approx. 138g (excluding batteries)

Battery Two AA size batteries

Dimensions

TX9: 170.9*63.5*30.0 mm

HU9: 254.0*52.0*52.0 mm

TX-XLR9: 105.5*43*34.7 mm

Operating temperature 0°C to 50°C

Storage temperature –20°C to +55°C

Receiver RX9

Channel number 96

Channel group A and B

Oscillator type PLL synthesizer

Audio output connector 3.5 mm mini jack

Antenna 1/4λ wire antenna

Audio output level –60 dBV

Headphone output level 30mW (16 Ω)

Receive frequencies 514 MHz - 596 MHz

Receive sensitivity -95 dBm

Signal to noise ratio 70 dB or more

Voice delay 12 ms

http://www.saramonic.com
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WIRELESS
MICROPHONE

SR-WM4C System
VHF Wireless Microphone

• Four switchable channels 
• Detachable and flexible antenna 
• The high-band VHF provides pure sound
• Record audio up to 60 meters 
• Real-time monitor 
• Volume control wheel 
• LED indicator indicates the battery life
• Power provided by AA battery
• Operating frequencies 203-216MHz
• Could work with DSLR cameras, camcorders, smartphones, 

GoPro cameras and computers via different cables

SR-XLR4C 
One plug-on transmitter package

SR-HM4C 
One hand-held transmitter package

SR-WM4CA 
One hand-held transmitter and 
one receiver package

SR-WM4CB 
One plug-on transmitter and
one receiver package

Transmitters

Operating Frequencies 203-216MHz

Modulation Frequency Modulation

Signal to noise ratio 70dB or more

Antenna 1/8あ wire antenna

Voice delay 12ms

Audio input connector
SR-WM4C: mini XLR
SR-HM4C: none
SR-XLR4C: XLR-3-11C type (female)

Current Consumption 150MA

Battery LR6/AA size alkaline battery (not included) 

Battery life 5 hours

Dimensions  

SR-WM4C: L102*W62*H44.7 mm 

SR-HM4C: L100.5*W43*H35mm 

SR-XLR4C: L105*W42*H35mm

Weight

SR-WM4C: 80g (2.8 oz) without battery

SR-HM4C: 137g (4.8 oz) without battery

SR-XLR4C: 139g (4.9 oz) without battery

Receiver

Operating Frequencies 203-216MHz

Reception System FM Superheterodyne

Reception Sensitivity 2 µV for 30 dB S/N

Output Connector 3.5 mm (1/8") TRS

DC Input 9V DC (center-positive)

Battery LR6/AA size alkaline battery (not included)

Current Consumption 150 mA

Battery Life 5 hours

Dimensions 102*62.0*44.7 mm

Antenna Length 178mm

Weight 80 g (2.8 oz) without battery

SR-WM4C 
One body-pack transmitter and 
one receiver package
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WIRELESS
MICROPHONE

RF power     RF frequence
Signal to

noise ratio
Channel

Voice 
delay

Audio frequence 
response

15dBm(30mW) 5725-5875MHz 80 dB
3CH, RX channel 
changeable, TX 
follow with RX

18ms 40Hz-18KHz/±1dB

RF power     RF frequence
Voice
delay

Channel THD+N
Audio frequence 

response

15dBm(30mW) 5725-5875MHz 18ms
3CH, TX5 channel 
changeable, RX5 
follow with TX5

-90dB 40Hz-18KHz/±1dB

VmicLink5
5.8GHz Wireless Microphone System

• One receiver works with three transmitters simultaneously
• Operating range: up to 100 feet (30m) without obstacles
• Mic and Line inputs allow it to connect a wide range of audio 

sources
• Real-time headphone monitor jack
• Rechargeable 7.2V/1040mAh li-ion battery (included)
• Detachable and flexible antenna can be rotated 360°            

accordingly for the best sound

VmicLink5 HiFi
5.8GHz High Fidelity Wireless Microphone System

• Output high fidelity audio to cameras and camcorders
• Operating range: up to 100 feet (30m) without obstacles 
• Mic and Line inputs allow it to connect a wide range of audio-

sources
• Real-time headphone monitor jack
• Rechargeable 7.2V/1040mAh li-ion battery (included)
• Detachable and 5.8GHz flexible antenna can be rotated 360° 

accordingly for the best sound

http://www.saramonic.com
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WIRED 
MICROPHONE

282mm

23mm

395mm

23mm

Frequency Response 40-18000Hz ±3dB

Sensitivity -35dB ±1dB /0dB=1V/Pa,1kHz

Signal to Noise Ratio 80dB or more

Power 48V phantom

Plug 3-pin XLR plug

SR-NV5
XLR Microphone

• Broadcast sound quality
• Suitable for film making, ENG, EFP 
• Low Noise and High Sensitivity
• Includes microphone capsule, foam windshield, & XLR cable

SR-TM1
XLR Microphone

• Cardioid broadcast sound quality
• 1400 mAh internal rechargeable lithium battery 
• Balanced output
• 48V phantom power
• High frequency boost button
• High pass filter (150 Hz) 
• Signal to noise ratio:75 dB SPL (per IEC651)
• -10 dB PAD button

SR-TM7
XLR Microphone

• Super cardioid broadcast sound quality
• Maximizes directivity and narrows the pick up area
• 1400 mAh internal rechargeable lithium battery
• Low noise circuitry
• Balanced output
• 48V phantom power
• High frequency boost button
• High pass filter (selectable HPF at 75 Hz or 150 Hz)
• Signal to noise ratio:75 dB SPL (per IEC651)

http://www.saramonic.com
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Vmic
Super-Cardioid Shotgun Condenser Video                
Microphone

• Supercardioid unidirectional condenser microphone
• Three-position level control (-10db, 0db, +20db)
• Frequency Response: 35Hz-20kHz
• Sensitivity: -40dB +/- 1dB (0dB=1V/Pa, at 1kHz)
• Signal to noise ratio: 75dB or more
• Switchable low-cut filter (150 Hz)
• 3.5mm headphone monitor output
• Attached 3.5mm audio cable
• Includes foam windscreen

Vmic Recorder
Microphone with Integrated Flash Recorder

• Supercardioid unidirectional condenser microphone
• Adjustable audio level control
• Frequency Response: 50Hz-20kHZ
• Maximum SPL: 0 dB Gain Setting, 1 kHz at 2% THD, 1000 Ω 

load 104 dB SPL
• Signal to noise ratio: +22 dB Gain Setting 66 dB
• Switchable low-cut filter (150 Hz)
• 3.5mm headphone monitor output
• Attached 3.5mm audio cable
• Easy-to-use LCD display
• Records 24-bit/48kHz wav audio to a MicroSDHC card     

(supporting capacities up to 32GB)

WIRED 
MICROPHONE

80m
m

80m
m

255mm

255mm

66mm

66mm
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Vmic Pro
Super Directional Video Condenser Microphone

• Superdirectional condenser microphone
• Three position level control (-10dB,0dB,+20dB)
• Frequency Response: 20Hz---20kHZ
• Sensitivity -30±3dB (0dB=1V/Pa,at 1kHZ)
• Signal to noise ratio: 75dB or more
• Switchable high pass filter (150Hz)
• 3.5mm headphone monitor output
• Attached 3.5mm audio cable
• Includes foam windscreen

Vmic Stereo
Stereo Cardioid Condenser Microphone

• Stereo Cardioid Condenser Microphone
• Three position level control (-10dB,0dB,+20dB)
• Frequency Response: 35Hz-20kHz
• Sensitivity: -37 +/-3dB (0dB=1V/Pa, at 1KHz)
• Signal to noise ratio: 75dB or more
• Switchable high pass filter (150 Hz)
• 3.5mm headphone monitor output
• Attached 3.5mm audio cable
• Includes foam windscreen

WIRED 
MICROPHONE

98.4m
m

253mm69.4mm

116m
m

171mm90mm

http://www.saramonic.com
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WIRED 
MICROPHONE

SR-PMIC1
Compact DSLR Camera Microphone

• Compact condenser microphone for on-camera use
• Cardioid polar pick up pattern
• Low-Cut Filter (100 Hz)
• Frequency response (80HZ ~ 12,000 Hz)
• Sensitivity: -32dB +/-1dB,0dB=1V/Pa
• 3.5mm audio output
• Includes foam windscreen

SR-PMIC2
Stereo DSLR Camera Microphone

• Stereo condenser microphone for on-camera use
• Cardioid polar pick up pattern
• Low-Cut Filter (75 Hz)
• Frequency Range 20~15kHz
• Sensitivity: -40dB +/-1dB,0dB=1V/Pa
• 3.5mm audio output
• Includes foam windscreen

59m
m

59m
m

162mm41mm

41mm 97mm
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WIRED 
MICROPHONE

SR-PMIC3
Surround DSLR Camera Microphone

• Surround condenser microphone for on-camera use
• Cardioid polar pick up pattern
• Low-Cut Filter (75 Hz)
• Frequency Range 40~20kHz
• Sensitivity: -37dB +/-1dB,0dB=1V/Pa
• 3.5mm audio output
• Includes foam windscreen

SR-M3
Directional Condenser Microphone

• Video microphone for camera and camcorder
• An extra 3.5mm mic input
• Headphone monitor jack
• Integrated shoe mount
• Low-cut filter (200Hz)
• +10dB audio gain switch
• Lightweight construction
• Foam windscreen included

59m
m

129mm41mm

58.8m
m

141mm41mm

http://www.saramonic.com
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MICROPHONE 
& ADAPTER KIT

Directional Pattern Cardioid

Capsule 14mm condenser capsule

Frequency Range 22HZ to 18kHz

Sensitivity -40±3dB (0dB=1V/Pa,at 1KHz)

Output Impedance 200 ohm

Maximum SPL 135 dBU

Signal / Noise 75 dB SPL

Power Requirements
24V phantom power

48V phantom power

Output Connection 3 Pin XLR

Frequency Response 20 Hz to 20 Khz (+/-0.5 dB)

Noise 82 dB @ 1 kHz, -30 dBu input

Distortion less than 0.03% @ 1 kHz, -30 dBu input

INPUT 1 & INPUT 2 Power 5V power supplies

MINI Jack Phantom Power 48V power supplies

Level Meter -18 dB to +3 dB in 3 dB increments

Power Requirements 9V alkaline or lithium battery

CaMixer
Mini Audio Adapter for DSLR and Camcorder

• One balanced mini XLR input (including a mini to standard 
XLR cable)

• Two plug-in power condenser microphones
• 48V phantom power
• Rec / Play optional switch
• Level meter
• Headphone monitor output
• Volume control knob
• 1/8’’ (3.5mm) audio output

SR-M500
Matched Pair of Compact Cardioid Studio Condenser 
Microphones

• 14mm capsule with gold-plated membrane
• Cardioid polar pattern
• Lightweight all-metal construction
• Ultra-low noise 
• Gold plated XLR output connectors
• Powered by 48V or 24V phantom power
• Mic clips, windshields and stereo array spacing bar included

http://www.saramonic.com
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MICROPHONE 
& ADAPTER KIT

SR-HM7
Dynamic Cardioid XLR Handheld Microphone

• Optimised frequency response
• Extreme low handling and wind noise
• Excellent sound quality
• Cardioid dynamic capsule
• Rugged all-metal body

Type Dynamic

Pick-up pattern Cardioid

Frequency Response 100 Hz to 10 kHz

Sensitivity 0°-52.4dB±3dB(0dB=1V/ubar at 1KHz)

Output Impedance 500Ω±30% at 1KH z

Connector 3-pin XLR connector

Dimensions Ø 51 mm, length 258 mm/approx. 320g

Input Connections 2 x XLR balanced - Mic/Line (included SR-NV5 
microphone takes up 1 input, if used)

Output Connection 1*1/8" (3.5 mm) wired connector

Power Requirements 9 V alkaline or lithium battery

Frequency Response 20 Hz to 20 Khz, +/-0.5 dB

THD less than 0.01% @ 1 kHz, -30 dBu input

SNR 80 dB @ 1 kHz, -30 dBu input

Dimensions (W*H*D) XLR adapter: 3.31"*3.27"*3.94" (84*83*100 mm)

Dimensions (Diam. x L) Microphone: 1.69"*7.36" (43*187 mm)

Weight XLR adapter: 5.9 oz (167g) 
Microphone: 2.1 oz (60g )

MixMic
XLR Audio Adapter Kit with Microphone

• Two-channel XLR adapter with shotgun microphone
• Two pro-standard XLR terminals 
• Two real time audio level controls
• LINE / MIC/ 48V PH switches
• Standard cold shoe mount
• Low cut switch (150Hz)
• LED indicator
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SMARTPHONE 
AUDIO

70mm

15mm

SmartMic
Flexible Microphone for iPhone, iPad, iPod Touch, etc

• For iPhone, iPad, iPod Touch, etc
• Small size and lightweight
• Plugs into standard 3.5mm audio jack
• Frequency Range: 35Hz ~ 20KHz
• No batteries required
• Signal/Noise 74dB SPL

Type Electret Condenser

Connector 1x 1/8" (3.5 mm) to iOS device

Frequency Response 35 Hz to 18 kHz

Signal/Noise 74dB SPL

Weight 21g (0.74oz.)

SR-LMX1+
Lavalier Microphone for iOS and Android devices

• Clip-on mic for iPhone, iPad, iPod and Android devices
• Omnidirectional Microphone
• Including a 4m/13 feet TRRS female to male extension cable
• Removable pop shield included
• Simply plug in and use
• Works with all recording Apps

Polar Pattern Omnidirectional 

Frequency Range 30 Hz ~ 18 kHz 

Output Impedance 2.2k Ω Typical 

Signal to Noise Ratio 74 dB 

Sensitivity -30 dB +/-3dB / 0dB=1V/Pa, 1kHz

Maximum Output 120 mV 

Dynamic Range 120 dB typical 

Dimensions 71*0.33*0.33" (1800*8.4*8.4 mm), mic and cable 157” 
(4000mm) extension cable

Weight 1.9 oz (54 g) 

400mm
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SMARTPHONE 
AUDIO

SmartRig II
Mic and Guitar Interface for iOS and Android Devices

• Combo 1/4” (6.35mm) and XLR input
• Power/Phantom power provided by 9V battery
• +48V phantom power
• 3.5mm headphone output for monitoring (need APP) 
• +48V/OFF/ON switch
• Gain control

SmartMixer
Audio Mixer for iOS Devices and Android Devices

• One balanced mini XLR input
• Two plug-in power condenser microphones
• +48V phantom power
• Rec/play optional switch
• Level meter
• Headphone monitor output
• Volume control knob
• Includes two microphones, a device holder & aluminum 

handgrip
• Power provided by a 9V battery

Frequency response 20Hz to 20kHz(+/-1.5dB)

Noise -98 dB full band, phantom power ON

Maximum output level 2 Vrms

Distortion 0.025% THD

Phantom max current 13mA

Frequency Response 20 Hz to 20 Khz (+/-0.5 dB)

SNR 82 dB @ 1 kHz, -30 dBu input

THD less than 0.03% @ 1 kHz, -30 dBu input

INPUT 1 GAIN 15 dB

INPUT 2 GAIN & MINI XLR Jack 15 dB

INPUT 1 & INPUT 2 Power 5V power supplies

MINI Jack Phantom Power 48V power supplies

Level Meter -18 dB to +3 dB in 3 dB increments

Power Requirements 9V alkaline or lithium battery

http://www.saramonic.com
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Audio Output Connector Apple MFI Certified Lightning Connector

AD Conversion Multibit DeltaSigma

Frequency Response 30 - 20000 Hz

Gain 0-35 dB

Sampling Frequency 44.1kHz/ 48 kHz

Bitrate 16Bit / 24Bit

Pick-up Pattern Omnidirectional

Transducer Principle Pre-Polarized Condenser Microphone

Sensitivity -42+/-3DB (1KHz, 0dB=1v/Pa)

Power Requirements Supplied by iOS Devices

Weight 25g (0.88oz)

Cable Lenghth 1700mm

SMARTPHONE 
AUDIO

SmartMic Di
Lightning Microphone for iPhone, iPad Pro, iPad, etc.

• Provides superior audio quality
• No batteries required
• Lightning output connector
• Headphone monitor jack
• Compact and lightweight

LavMicro Di
Lavalier Microphone for iOS Devices with 
Lightning Connector

• Clip-on omni-directional condenser microphone
• Lightning output for high quality audio
• Works with all Apps
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SmartRig+ Di
Two Channel Mic and Guitar Interface with Lightning 
Connector

• Two 1/8’’ (3.5mm) mic inputs
• Two XLR mic inputs
• Two 1/4’’(6.35mm) guitar inputs
• Lightning output connector
• Mono/Stereo switch (M/S)
• REC/PLAY switch
• +48V phantom power
• 3.5mm headphone output for monitoring 
• Gain control

SmartRig Di
Mic and Guitar Lightning Interface for iOS Devices

• Combo 1/4” (6.35mm) and XLR input
• Lightning output connector
• Powered by one 9V battery
• Offers +48V phantom power
• 3.5mm headphone output for monitoring (need APP)
• +48V/OFF/ON switch
• Gain control

SMARTPHONE 
AUDIO

Frequency response 20Hz to 20kHz , +/- 0.5dBU 

Dimensions L 88*W 41*H 42 mm 

Weight 75g ( 2.57oz. )

Gain       23dBU to - ∞

SNR 80 DB @1KHZ,-30dBu input

THD      Less than 0.01%@1KHZ,-30dBU input 

Sample Rate 44.1Khz or 48khz

Output Lightning output connector

Frequency Response 20 Hz to 20 Khz, +/-0.5 dB

THD less than 0.01%@1KHZ, -30dBu input

SNR 78 DB @1KHZ,-30dBu input

Sample Rate 44.1Khz or 48khz

Output Lightning connector output cable 

Phone Out 1 x 1/8" (3.5mm) jack  

Gain + 25dBu to - ∞  

Phantom Power 48V power supplies   

Power Requirements One 9V alkaline or lithium battery

http://www.saramonic.com
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SMARTPHONE 
AUDIO

Output USB Type-C connector

Frequency Response 30Hz-20kHz

Sensitivity -42+/-3dB (1KHz, 0dB=1v/Pa)

Bitrate 16Bit / 24Bit

Cable Lenghth 1700mm

Frequency Response 20Hz to 20kHz, +/- 0.5dBu

Weight 75g (2.57oz.)

Gain       23dBu to - ∞

SNR 80dBu @1kHz,-30dBu input

Output USB Type-C connector

SmartRig UC
One-channel Mic & Guitar Interface for USB Type-C 
Devices

• Combo 1/4’’(6.35mm) and XLR input
• USB Type-C connector 
• +48V/OFF/ON switch
• Gain control
• 3.5mm headphone monitor jack
•  Powered by 9V battery

LavMicro UC
Broadcast-Quality Lavalier Omnidirectional Micro-
phone for USB Type-C Devices

• Clip-on lavalier microphone with USB Type-C connector
• Plug and play
• Omni-directional capsule delivers superb clarity and speech  

intelligibility
• Compact and light weight

SmartRig+ UC
Two-channel Mic & Guitar Interface for USB Type-C 
Devices

• Dual 3.5mm/XLR/6.35mm inputs
• USB Type-C connector for output
• Mono/Stereo switch (M/S)
• REC/PLAY switch
• +48V phantom power
• 3.5mm headphone output for monitoring
• Gain control
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RECORDER

SR-VRM1
Compact Linear PCM Recorder with XLR Connector

• XLR connector 
• +48V phantom power 
• Records 24bit/48kHz wav audio
• Input audio control
• Switchable low-cut filter
• 3.5mm headphone monitor output 
• Lightweight all-metal construction

Recording Media micro SD card(64MB~2GB)
microSDHC card(4GB~32GB)

Mic Input Level Selectable at -12dBu~+33dBu

Battery Type 2xAA Battery(alkaline, NiMH or lithium)

Phantom Power  +48V

Recording/Playback Format 24/48kHz 16/24bit, mono/poly BWF

Input Connector XLR jack(Female), 1GND;2HOT;3COLD

Audio Performance

Frequency Response: 20Hz~22kHz +/-2dB

Distortion: 0.05%(1kHz sine wave)

S/N ratio: 92dB or higher

34.7m
m

RC-X
Remote Control for Zoom and Sony Handy Recorders

• For use with your Zoom H5, H6, H4n, H4n Pro, H2n and Sony 
M10, D50, D100 handy recorders.

• Record, play, stop, pause, fast forward, rewind, and add 
marks from up to 3.3’ away.

• Create and scan through markers.
• Recording and clip indicators.
• Ideal for preventing handling noise.
• No batteries required.
• Two detachable cables included.

105.5m
m

43mm

http://www.saramonic.com
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GOPRO
AUDIO

SR-GMX1
Lavalier Microphone for GoPro HERO3, HERO3+& HERO4

• Clip-on mic for GoPro
• Omnidirectional microphone
• Improved sensitivity and signal-to-noise
• Mic clip for securing microphone to clothing
• Removable pop shield included
• Cable length: 1.8m
• Signal/Noise: 74db SPL
• Includes foam windscreen

G-Mic
Stereo Microphone for GoPro HERO3, HERO3+, 
HERO4

• No adapter or cable is needed
• Plug & Play design, convenient and easy to use
• Transducer: Electret Condenser
• Frequency Range: 35Hz ~ 20KHz
• Signal/Noise: 80dB SPL
• Sensitivity: -24dB +/- 3dB/0dB=1V/Pa, 1kHz
• Includes foam windscreen

51mm

40mm

1800m
m

Polar Pattern Omnidirectional 

Frequency Range 30 Hz ~ 18 kHz 

Output Impedance 2.2k Ω Typical 

Signal to Noise Ratio 74 dB 

Sensitivity -30 dB +/-3dB / 0dB=1V/Pa, 1kHz

Maximum Output  120 mV 

Dynamic Range  120 dB typical 

Dimensions  1875*0.7*0.7 mm, mic and cable 

Weight 0.81 oz (23.00 g) 

Transducer Electret Condenser

Frequency Range 35Hz ~ 20KHz

Signal/Noise 80dB SPL

Sensitivity -24dB +/- 3dB / 0dB=1V/Pa, 1kHz

Weight 12g (0.42oz.) 

http://www.saramonic.com
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AUDIO 
ADAPTER

SR-AX101
For DSLR Camera and Camcorder

• Two balanced XLR inputs
• One 1/8” (3.5mm) auxiliary input
• One 1/8” (3.5mm) output to camcorders
• Stereo/Mono output switch
• Switchable Mic/Line inputs
• Dual trim control knobs
• Ground select switch

SR-AX100
For DSLR Camera and Camcorder

• Two mono 1/8”(3.5mm) inputs
• One stereo 1/8”(3.5mm) input
• One 1/8”(3.5mm) stereo output
• Stereo/Mono output switch
• Dual trim control knobs
• Three integrated mounting shoes
• Passive operation requires no batteries

Input Level MIC setting: -35 dBu minimum

Gain Unity

Frequency Response 20 Hz to 20 kHz (+/- 0.5 dB)

Weight 153g ( 5.4 oz. )

Inputs One stereo 1/8" (3.5 mm) Mini-Jack Input 
Two mono 1/8" (3.5 mm) Mini-Jack Inputs

Output One stereo 1/8" (3.5 mm) Mini-Jack Output

Mounts Hot shoe and tripod screw mount, 3 cold shoes

Input Level MIC: -35 dBu
LINE: -10 ~ +4 dBu 

Output Level General Mic Levels

Frequency Response 20Hz to 20k Hz(+/-1.5 dB)

Weight 191g (6.7oz.)

87mm

76mm

52m
m

59.5m
m

55m
m

80m
m
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AUDIO 
ADAPTER

SR-PAX2
For DSLR Camera, Mirrorless Digital Camera And 
Blackmagic Design Pocket Cinema Camera

• Input 1: two mono 1/8”(3.5mm) inputs  one stereo 
1/8”(3.5mm) input

• Input 2: two balanced XLR inputs
• Mic/Line switchable
• Level meter
• Switchable 3V and 5V phantom power for input 1
• +48V phantom power for input 2
• Headphone monitor output
• Mono/Stereo output switch
• Power provided by 9V battery

101.2mm

136mm

65.5m
m

62.5m
m

80.5m
m

85m
m

SR-PAX1
For DSLR Camera and Camcorder

• Two mono 1/8’’ (3.5mm) mic inputs
• One stereo 1/8’’ (3.5mm) mic input
• Two balanced XLR inputs
• Two 1/4’’(6.35mm) mono standard inputs 
• Selectable Mono/Stereo output mode
• Three integrated mounting shoes 
• 3.5mm headphone jack
• Supplies 5V/48V phantom power

Frequency Response 20 Hz to 20 Khz, +/-1 dB

THD Less than 0.01% @ 1 kHz, -30 dBu input

SNR 74dBu @ 1 kHz, -30 dBu input

L & R Gain
LINE: -30dBu
MIC: 0dBu
MIC/PH: 0dBu

Power Requirements 9 V alkaline or lithium battery (Not included)

THD Less than 0.01% @ 1 kHz, -30 dBu input

SNR 80 dB @ 1 kHz, -30 dBu input

INPUT1 GAIN LINE: 0 dB     MIC/PH: 20dB

INPUT2 GAIN LINE: 0 dB     MIC/PH: 20dB

Frequency Response 80 dB @ 1 kHz, -30 dBu input

Power Requirements 9 V alkaline or lithium battery

Battery Duration 5 hours typical lithium battery (no phantom)
3 hour typical lithium batter (with phantom)
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BMCC-A01
For Blackmagic Cinema and Production Camera 4K

• Switchable 12V and 48V phantom power
• Two balanced XLR inputs
• Two TRS 1/4”outputs
• Mic/Line/Phantom switchable
• Mono/Stereo output switch
• Level meter
• Dual trim control knobs
• LED peak indicators

SR-AX107
For DSLR Camera and Camcorder

• Low noise preamps with gain settings
• Built-in isolation transformer
• Switchable 12V and 48V phantom power
• Headphone monitor output
• Play/Rec monitor switch
• AGC disable feature
• Two balanced XLR inputs
• Mic/Line/Phantom switchable
• Mono/Stereo output switch
• Level meter
• LED peak indicators

155mm

155mm

64m
m

64m
m

98m
m

98m
m

AUDIO 
ADAPTER

Gain Unity

THD Less than 0.01% @ 1 kHz, -30 dBu input

Level Meter -18 to +3 dB in 3 dB increments

Frequency Response 10Hz to 100kHZ (+/-0.5 dB)

Battery Type One 9 volt alkaline or lithium battery

Battery Duration (no phantom) 6 hours typical with alkaline battery
12 hours typical with lithium battery

Gain LO gain: 0 dB   HI gain: 20 dB

THD Less than 0.01% @ 1kHz, -30dBu input

Level Meter -18 to +3 dB in 3 dB increments

Battery Duration (no phantom) 3 hours typical with alkaline battery
8 hours typical with lithium battery

S/N Ratio 85 dB @ 1 kHz, -30 dBu input

Battery Type One 9 volt alkaline or lithium battery

http://www.saramonic.com
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AUDIO
INTERFACE

LavMic
Lavalier Microphone for DSLR Cameras, GoPro 
Cameras, iOS and Most Android Devices

• Two 3.5mm (1/8’’) mic inputs
• Mono/stereo switch
• 1/8” (3.5 mm) headphone jack
• Volume control wheel
• Operates on one AAA battery
• A 2.4m (7.87 ft.) lavalier microphone included

Inputs
1 x mic 1  1/8" (3.5 mm) jack for mono mics

1 x mic 2  1/8" (3.5 mm) jack for mono mics

Output 1 x 1/8" (3.5 mm) output

Frequency Response 20Hz to 20kHz, +/-0.5 dB

THD less than 0.03% @ 1kHz, -30 dBu input

SNR 73dB @ 1kHz, -30 dBu input

Inputs Gain Line
Mic 1: 20 dB 

Mic 2: 20 dB 

Power Requirements One AAA alkaline or lithium battery

Weight 107g (about 3.77 oz.)

Dimensions 8.3*2.7*3.5 cm 

SmartRig+
Microphone/Guitar Interface for DSLR Camera,
iOS and Android Devices

• Two XLR microphone inputs
• Two 1/4’’ (6.35mm) guitar inputs
• Two 1/8’’ (3.5mm) inputs
• Mono/Stereo switch (M/S)
• Camera/Phone switch
• +48V phantom power
• 3.5mm headphone output for monitoring

Frequency Response 20 Hz to 20 Khz, +/-0.5 dB

THD less than 0.01% @ 1 kHz, -30 dBu input

SNR 80 dB @ 1 kHz, -30 dBu input

Input1

1*XLR mic input

1*1/4" (6.35mm) guitar input

1*1/8" (3.5mm) input"

Input2

1*XLR mic input

1*1/4" (6.35mm) guitar input

1*1/8" (3.5mm) input"

Output 1*1/8" (3.5mm) CAB LINE 

Phone OUT 1*1/8" (3.5mm) jack  

Phantom Power 48V power supplies   

For GoPro

For Audio 
Recorder

For Camera

For Camera

For Smartphone

For Smartphone
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LAVALIER MICROPHONE 
& ACCESSORIES

LavMicro
Lavalier Microphone for DSLR Camera, Camcorder, 
Smartphone and Audio Recorder

• Clip-on lavalier mic for DSLR Camera, camcorder, smart-
phone, audio recorder, etc

• Omni-directional condenser microphone 
• 3.5mm audio output
• 6m cable length
• Powered by one LR44 battery (included)

Type Condenser microphone

Polar Pattern Omni-directional

Frequency Range 50Hz to 18KHz

Sensitivity -32±3dB (0dB=1V/Pa,at 1KHz)

Signal to Noise Ratio >75 dB SPL

Battery Type One LR44 battery

Cable 6m/20 ft

Weight 58g

Output 3.5mm audio output

Polar Pattern Omnidirectional 

Frequency Range 30 Hz ~ 18 kHz 

Output Impedance 2.2k Ω Typical 

Signal to Noise Ratio 74 dB 

Sensitivity -30 dB +/-3dB / 0dB=1V/Pa, 1kHz

Maximum Output 120 mV 

Dynamic Range 120 dB typical 

SR-XLM1
6 meters Lavalier Microphone

• For all devices with a 3.5mm mic input and providing plug-in power 
• Omnidirectional lavalier microphone
• Improved sensitivity and signal-to-noise
• Mic clip for securing microphone to clothing
• Removable foam windscreen included

600m
m



www.saramonic.com 31

600m
m

LAVALIER MICROPHONE 
& ACCESSORIES

6000m
m

6000m
m

Type Stereo Electret Condenser  

Frequency Response 35Hz ~ 18KHz

Sensitivity -42dB +/-3dB, 0dB=1V/Pa   1KHZ

Input 1*1/8’’ (3.5 mm) input

Signal/Noise 78dB SPL

SR-XMS2
6 meters Stereo Lavalier Microphone

• Stereo lavalier microphone
• Improved sensitivity and signal-to-noise
• Mic clip for securing microphone to clothing
• Removable foam windscreen included

XLavMic-C
XLR Phantom Power Lavalier Cardioid Microphone 

• Cardioid lavalier microphone with XLR (3-pin) connector
• Yields a generous pickup area while maintaining adequate 

feedback and noise blocking
• No batteries required
• Lapel clip and windscreen included
• For live sound and broadcast

Sensitivity -44±3dB (0dB=1V/Pa,at 1khz)

Power Requirement 48V Phantom Power 

Connector XLR 

Cable Length 19.7-foot (6 meters) 

XLavMic-O
XLR Phantom Power Lavalier Omnidirectional Microphone

• Omnidirectional lavalier microphone with XLR (3-pin) connector
• Provides a uniform frequency response and limits unwanted noise pickup
• No batteries required
• Lapel clip and windscreen included
• For live sound and broadcast

Sensitivity -42±3dB (0dB=1V/Pa,at 1khz) 

Power Requirement 48V Phantom Power 

Connector XLR 

Cable Length 19.7-foot (6 meters) 
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LAVALIER MICROPHONE 
& ACCESSORIES

SR-ULM5
USB Lavalier Lapel Clip-on Omnidirectional Condens-
er Microphone

• For PC or Mac devices
• USB microphone offers excellent sound quality 
• Plug-and-play, easy to use
• Clear and precise with minimal background noise
• 200 cm cable length

Transducer Electret Condenser

Polarpattern Omni-directional

Frequency Range 35Hz ~ 18KHz

Signal / Noise 78dB SPL

Sensitivity -30dB +/-3dB / 0dB=1V/Pa, 1kHz

LC-C35
Locking 3.5mm Male Connector to Apple Certified 
Lightning Output Cable

• Standard Certified Lightning Interface
• High Quality External Signal Converter
• Transmits Real Stereo Audio
• Realiable and Professional Audio Quality
• Tangle Free and Easy to Use
• Widely Compatible
• Compact and Light Weight

Audio Output Connector Apple MFi Certified Lightning Connector

Frequency Response 20 - 20000 Hz

Gain 0 dB

Sampling Frequency 44.1kHz / 48 kHz

Bitrate 16Bit / 24Bit

Power Requirements Supplied by iOS Devices

Weight 25g (0.88 oz)

Cable Length 37 - 45 cm (14.6 - 17.7 inch)

Input 1*1/8" (3.5 mm) Jack

2000mm
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LAVALIER MICROPHONE 
& ACCESSORIES

SR-UC201
3.5mm Female TRS Microphone Adapter Cable to 3.5mm
Male TRRS for iPhone, iPad, and Android Smartphones
and Tablets

• Connects Standard TRS 3.5mm Mic Jacks to Smart Devices in-
cluding iPhone, iPad and Android

• Connector#1: Female 3.5mm TRS Stereo Connector Jack
• Connector#2: Male 3.5mm TRRS Connector Jack
• 3-inch Cable with Gold-Plated Connectors

UTC-C35
Locking 3.5mm Male Connector to Android Type C 
Output Cable

• High Quality External Signal Converter
• Transmit Real Stereo Audio
• Realiable and Professional Audio Quality
• Tangle Free and Easy to Use
• Widely Compatible
• Compact and Light Weight

Audio Output Connector USB Type-C

Frequency Response 20 - 20000 Hz

Weight 25g (0.88 oz)

Cable Length 37 - 45 cm (14.6 - 17.7 inch)

http://www.saramonic.com
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LAVALIER MICROPHONE 
& ACCESSORIES

SR-AXM3
Two XLR Microphones Kit

• Broadcast sound quality cardioid shotgun microphone
• Designed for Saramonic audio mixer series
• Work perfectly with Saramonic MixMic, SR-PAX2, SR-AX107, 

BMCC-A01, SmartRig+, SmartRig II, SmartRig+ Di, SmartRig 
Di, SR-PAX1, SR-VRM1

• Powered by 48V phantom power
• All metal construction

Directional Pattern Cardioid

Frequency Range 40 to 18k Hz 

Sensitivity -35±3dB(0dB=1V/Pa,at 1KHz)

Output Impedance 600 ohm

Signal to Noise Ratio 75 dB SPL 

Power +48V Phantom Power

Dimensions  2.3*2.3*10.4 cm

Weight 60g (About 2.1 oz.)

Type Electret Condenser

Connector 35HZ ~ 15k Hz

Frequency Response 75 dB SPL

Signal/Noise -40dB +/-3dB,0dB=1V/Pa 1KHZ

Weight 21g ( 0.74oz.) 

SR-XM1
3.5mm Mini Microphone

• Microphone for Saramonic SmartMixer / LavMic / SmartRig+ / 
CaMixer / UwMic9 / UwMic10 / UwMic15

70m
m

15mm
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LAVALIER MICROPHONE 
& ACCESSORIES

SR-PMC1
iPhone/iPad 3.5mm Output Connector Cable for the Uw-
Mic9/10/15 Wireless Microphone 

• 3.5mm Locking Screw Plug
• Connector#1: Male 3.5mm TRS Locking Thread connector for Sara-

monic UwMic9, UwMic10 & UwMic15 Wireless Microphone Systems
• Connector#2: Male 3.5mm TRRS connector for iPhone/iPad
• Gold-Plated Connectors

SR-PMC2
iPhone/iPad 3.5mm Output Connecting Cable for the SR-
WM4C Wireless Microphone Systems 

• One End: Male 3.5mm TRS Gold-Plated Connector for Saramonic SR-
WM4C Wireless Microphone System

• Opposite End: Male 3.5mm TRRS Gold-Plated Connector for iPhone/
iPad

SR-GMC1
GoPro HERO3, HERO3+ and HERO4 Output Connector Ca-
ble for the UwMic9/10/15 Wireless Microphone 

• 33.5mm Locking Screw Plug 
• Connector#1: Male 3.5mm TRS Locking Thread connector for Sara-

monic UwMic9, UwMic10 & UwMic15 Wireless Microphone Systems
• Connector#2: GoPro Mini USB
• Gold-Plated Connectors

SR-GMC2
GoPro HERO3, HERO3+ and HERO4 Output Connector Ca-
ble for the SR-WM4C Wireless Microphone Systems 

• Connector#1: Male 3.5mm TRS connector for SR-WM4C Wireless 
Microphone Systems

• Connector#2: GoPro Mini USB
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FURRY OUTDOOR 
MICROPHONE WINDSCREEN

XM1-WS
Furry Outdoor Microphone 
Windscreen for the Sara-
monic SmartMic & SR-XM1

VMIC-WS
Furry Outdoor Microphone 
Windscreen for the Sara-
monic Vmic & Vmic Record-
er

TM-WS1
Furry Outdoor Microphone 
Windscreen for the Sara-
monic SR-TM1

M3-WS
Furry Outdoor Microphone 
Windscreen for the Sara-
monic SR-M3

VMIC-WSPRO
Furry Outdoor Microphone 
Windscreen for the Sara-
monic Vmic Pro

TM-WS7
Furry Outdoor Microphone 
Windscreen for the Sara-
monic SR-TM7

GMIC-WS
Furry Outdoor Microphone 
Windscreen for the Sara-
monic G-Mic

VMIC-WS-S
Furry Outdoor Microphone 
Windscreen for the Sara-
monic Vmic Stereo

NV5-WS
Furry Outdoor Microphone 
Windscreen for the Sara-
monic MixMic SR-NV5
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